
 

 

Roka Plast 100 

Powder Integral Water proofer for Mortar and Concrete 

Roka Plast 100 is a ready to use waterproofing powder for cement/sand mortars, screeds and 

renders for walls, facades etc. Roka Plast 100 contains pore sealing and water repellent substances 

and is suitable for hot and tropical climates. 

Uses & Advantages: 

• Increased impermeability. 

• Improved workability without increased water. 

Fields of Application: 

Roka Plast 100 is used to waterproof: 

• Cement/Sand mortars. 

• Screeds and renders for walls, facades, jointing mortars etc. 

Technical Information: 

Chemical Base Blend of organic and inorganic chemicals 

Color Beige to Grey Powder 

Density ~0.9 kg/l 



 

 

Dispensing Add to the dry mixed Cement/Sand prior to 

addition of water 

Recommended Dosage 2% by weight of cement 

Chloride ion diffusion coefficient Nil 

Curing Fresh concrete must be cured properly, 

especially at high temperatures in order to 

prevent plastic and drying shrinkage. 

Packaging 1 kg 

Shelf life 12 months if kept in recommended conditions 

Storage Store in a dry, cool area in unopened and 

undamaged packaging and away from direct 

sunlight. 

 

Important Note: 

The information provided in this data sheet is based on ongoing development efforts and 

extensive field experience. While we strive to ensure the accuracy and reliability of the information, 

we cannot assume responsibility for any work performed using our materials, as we have no control 

over application methods, site conditions, and other factors. Due to ongoing research and 



 

 

development in our laboratories, we recommend that customers verify that this data sheet has not 

been replaced by a more recent publication. 

All products are sold under our standard conditions of sale, which are available upon request. 

Any field services offered do not imply supervisory responsibility. For further information, please 

contact your local representative of Roka Chem Solutions. 

  

 

 

 


